MODEL # S-72-250-TC

NILES

STEEL INterior...cceeeeeeeeennnen.

e — EXterior..eeeeeene..

TAN K Supports....eeeennnes
SINCE1898 "

Capacity....ccceeevnieennnns

Weight....oovvvvrnuinnenns

Test Pressure

Design Notes

............................. ASME Sec IV HLW

Design Pressure ... 125 psi

...125 psi
...Ultonium Glass Lining

...R-16 Topcoat Insulation

** Overall height and diameter may vary due
to variations in Topcoat thickness

Material Specifications

Heads.....ccovvvvuerunne Carbon Steel

) =] | PO Carbon Steel

Couplings.....cceueunene Carbon Steel

Flanges.....cecevueruennen. N/A

Pipe.ciciciiciicinne N/A

Manway......ccoveeunene Carbon Steel
—

Mark Dimension Remark
A 258.25" Overall height
" R _
B 250 Tank height - =
C 76.5" Diameter OUTLET TEP RELIEF \
— \
D 27" Circulation 225" R 16 A
Top Coat Insulation
T I
(©]
X‘N%PJ E- | $ ' xa';(v‘:zy
| B
NOTES i
PROJECT % 3" NPT s o1 g
CUSTOMER INLET/ CIR®7 éQUASTAT i _
SCALE Not to Scale _T ?
DATE D
CUSTOMER P.O. # : 1_ l v
0 0
DRAWING Rev NO. o  DRAIN '

VERTICAL STORAGE TANK

NILES STEEL TANK ¢ 1701 TERMINAL ROAD « PO BOX 728 « NILES « MI « 49120
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